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Part Number: 41068770x Model: AC9511 V3 Normal version

DATE VERSION SUMMARY OF CHANGES NOTE
1 Jul 1997 - to 00 Prototype release, no protection diodes

Not for sale
BIOS: U15, v0.1 / U14, v2.3

7 Jul 1997 00 to 01 Improved from 00.
Protection diodes and DDC feature were added. In house use
only.
Not for sale.
BIOS: U15, v0.3 / U14, v0.2

25 Jul 1997 01 to 02 Bare PCB use 010687702.
Improved display quality
Corrected JP2/JP3 reference destination (swapped before).
First production version
BIOS: U15, v0.3 / U14, v0.2

5 Aug 1997 02 to 03 Bare PCB use 010687703.
Sync On Green feature was added (not tested)
Not for sale
BIOS: U15, v0.3 / U14, v0.2

15 Aug 1997 03 to 04 Bare PCB use 010687704
Same feature as ver 02 except :
DCLK out serial resister R39 was changed to 0 ohm to
improve image stability.
2nd production version
BIOS: U15, v0.4 / U14, v0.2

14 Oct 1997 04 to 05 Changed R61 value to improve display quality in VGA mode.
Removed +12V panel supply option. (12V panel does not exist
so far.)
BIOS: no change

14 Mar 1998 05 to 05(A) Change CPLD to solve Toshiba LTM10C209A panel •image
disappeared” problem.
U15: V0.4 ! V0.5.

ECN
870688013

20 Apr 1998 05(A) to 6 New bare PCB: 010687705 (all versions of 77xx hardware
ready)
BIOS: same as 410687705 (A)

ECN
To be advise

22 May 2000 06 to 07 New PCB support both SOP/DIP 8pin AV9173
AV9173 use DIP package
Use New PCB 010687706
Bios U15, v0.5 / U14, v0.2

ECN
870688318
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